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Jogging track

Cycling track

Reflexology path

Meditation / yoga / seating deck

Kid’s play area

Eucalyptus grove

Dog park

Stepped seats / Amphitheatre

Open playground

Amenities 
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SITE DEVELOPMENT

Roads / Pavements Roads built with hand-crafted cobblestones, pedestrian pathways in precast concrete flagstones

Boundary Walls Boundary walls in masonry or concrete to a height of 1.8m

Lighting Street lighting with LED lights on MS poles

Security System CCTV surveillance in streets and common areas

Landscaping Combination of trees, shrubs and creepers based on the theme of the project

Irrigation Sprinklers and a drip irrigation system for landscaped areas

UTILITIES

Power Supply Power connection of 4 kVA for each plot of upto 2,500 sq.ft. and 5kVA for plots larger than 2,500 sq.ft.

Water Supply and Storage Water supply shall be through a combination of overhead storage with gravity distribution and hydropneumatic pump system

Data Network Provision to lay a fibre optic network throughout the site with tap-off at individual plot levels

Rainwater Harvesting Percolation pits shall be provided at regualr intervals within the storm water drainage system

Sewage Treatment A tertiary sewage treatment plant shall be provided with separate plumbing for use of re-cycled water in landscaping 
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Terms and Conditions 
for Building and Construction  

Building Height 

Plinth at 1’ [0.3m] from the natural ground level.  

Maximum height of structure of the unit 31’ [9.45m].  

Boundary wall on the side 5.9’ [1.8m].

Maximum height of any structure / element on the terrace including 
water tanks / staircase headroom etc.: 12 m.

Any structure above 6.4m to be offset from front setback by 2.4m.

  

Home Construction

Only natural materials to be used on the exterior of the building [brick, 
stone, concrete, wood, corten steel].  

No plaster or paint to be used on the exterior of the building. 

A maximum of 5% of the external wall shall be permitted to be plastered, 
and all such walls must be painted in either white or grey paint.

Windows to be in wood or aluminium only. No PVC windows permitted.

Only clear glass to be used for all windows, French windows and any other 
fenestration. No tinted, coloured or reflective glass shall be permitted. 

No plumbing down-take pipes to be visible from the street.

No temporary structures or solar panels to be visible from the street.

A maximum of 2 [Two] Dwelling Units shall be permitted on one plot.

The boundary wall & gate cannot be changed and the gate position 
cannot be changed. 

No enclosed car garage shall be permitted to extend into the setback areas. 

No trees to be cut without approval from Total Environment.

No Borewells shall be permitted. 

Design and Construction 

Architects and Contractors must be registered with TE before they are 
permitted to take up any work.

Construction timings shall be restricted to 9:00 am to 6:00 pm only.

No materials shall be allowed to be stored outside the individual plots. 
All materials must be stored within the plot. 

Housekeeping Policy to be adhered to.
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To book an exclusive tour
of our plots, mail us at
discover@total-environment.com
or call +91 99000 78000

www.total-environment.com
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@TotalEnv

@total_environment

@Totalenv

Total Environment Building 
Systems Pvt Ltd

Land-Craft




